SPECIFICATION SECTION 323121 
RESIDENTIAL & COMMERCIAL ARCHITECTURAL PRIVACY FENCE  

PART 1 GENERAL 

1.01 SECTION INCLUDES 

A. Preformed, prefinished metal fence and flashings. 

B. Miscellaneous trim, closures and accessories. 

C. 16-gauge posts, 24-gauge studs, tracks, and blocking. 

D. Fasteners. 

1.02 RELATED SECTIONS 

A. The installer shall provide all labor and materials necessary for installation 
     of the steel fence system.
B. Section 02300: Earthwork. 

C. Section 03300: Concrete 

1.03 REFERENCES 

A. American Iron & Steel Institute (AISI) Specification for the Design of 
    Cold formed Steel Structural Members. 

B. ASTM A-653 & ASTM A-924 Steel Sheet, Zinc-Coated (Galvanized) 

F. Spec Data Sheet - Galvalume Sheet Metal by Bethlehem Corp. 

1.04 ASSEMBLY DESCRIPTION 

A. The manufacturer shall supply a total architectural steel fence system. The 
    system shall include all components, including steel panels, flashing, posts, 
    studs, track, blocking and fasteners.
B. The fence assembly shall include all preformed sheet metal panels, related 
     accessories, caps, corners, ends, miscellaneous flashing and attaching 
     devices. 

1.05 SUBMITTALS 

A. Submit detailed drawings showing layout of fence panels, anchoring details, 
     joint details, trim, flashing, and accessories.  

B. Submit a sample of each type of fence panel specified, including color chip of 
    specified color. 

C. Submit calculations with registered engineer seal, verifying fence panel and 
    attachment method resists wind pressures imposed on it pursuant to 
    applicable building codes. 

1.06 QUALITY ASSURANCE 

A. Manufacturer: Company specializing in Architectural Sheet Metal Products 
    with ten (10) years minimum experience. 

B. No product substitutions shall be permitted without meeting specifications. 

C. Substitutions shall be submitted 10 Days prior to Bid Date and acceptance put 
    forth in an addendum. 

D. No substitutions shall be made after the Bid Date. 

1.07 DELIVERY, STORAGE AND HANDLING 

A. Upon receipt of panels and other materials, installer shall examine the shipment for damage and completeness. 

B. Panels shall be stored in a clean, dry place. One end should be elevated to allow moisture to run off. 

C. Panels with strippable film must not be stored in the open, exposed to the sun. 

D. Stack all materials to prevent damage and to allow for adequate ventilation. 

1.08 WARRANTY 

A. Manufacturer shall provide twenty-year paint finish warranty against cracking, 
    peeling and fading (not to exceed 5 N.B.S. units). 

B. Installer shall provide warranty against defects of the installed fence system 
    for the period of two (2) years from the date of substantial completion. 


PART 2 PRODUCT 

2.01 ACCEPTABLE MANUFACTURERS 

A. The fence system shall conform to the Architectural Privacy Fence System by 
    Berridge Manufacturing Company, San Antonio, Texas. 

B. Substitutions shall fully comply with specified requirements. 

2.02 SHEET MATERIALS 

A. Prefinished Metal shall be prefinished Galvalume - ASTM 792-86 AZ-55 or Hot-Dipped Galvanized – ASTM A446-85 Grade C G90 Coating A525-86 24-gauge core steel. 
B. Finish shall be full strength Kynar 500 Fluoropolymer coating applied by the 
    manufacturer on a continuous coil coating line, with a top side dry film 
    thickness of 0.70 to 0.80 mil over 0.20 to 0.30 mil prime coat, to provide a total  
    dry film thickness of 1.00 plus or minus 0.10mil. Bottom side shall be coated 
    with primer with a dry film thickness of 0.30 plus or minus 0.05 mil. Finish shall 
    conform to all tests for adhesion, flexibility, and longevity as specified by the 
    Kynar 500 finish supplier. 

C. Strippable film shall be applied to the top side of the painted coil to protect the 
    finish during fabrication, shipping and field handling. The strippable film must 
    be removed before installation. 

2.03 ACCESSORY MATERIALS 

A. Concealed fasteners: [Galvanized Steel] [Stainless Steel]. 
B. Where required exposed fasteners with washers painted to match finish of fence shall be required.
C. Concrete: ASTM C94/C94M, Option A, Portland Cement, minimum 2,500 psi 
    (17 MPa) strength at 28 days.
D. Gates shall be framed separately using steel tubing and may be lined and trimmed with same panels and trim as the fencing system.  Separate hinge posts should be used   
2.04 FABRICATION 

A. All exposed adjacent flashing shall be of the same material and finish as the 
    fence panels. 

B. Hem all exposed edges of flashing on underside, 1/2 inch. 
C. Installation shall be governed by manufacturer’s installation instructions and 
    details. 
2.05 BERRIDGE CONCEALED FENCE PANEL STYLES AVAILABLE: 

A. Flush Seam Panel: 3 7/8” coverage by 1/2” thick with standard stucco embossed surface.
B. Thin-Line Panel: 3 5/8” coverage by 3/8” deep with [smooth] or [wood-grain embossed] surface.
C. Vee-Panel: 12 3/4” coverage by 3/8” deep with [smooth] or [wood-grain embossed] surface.
D. B-6 Panel: 6” coverage by 5/8” deep with smooth surface.
E.  HR-16 Panel: 16” coverage by 7/8” deep with smooth surface. Vertical applications only.
E. Standard post spacing shall be 10’-2 1/2'” on center or as determined by local building code.
F. Standard height shall be [10’2”] [8’2”] [6’-2”] [4’-2”] with uniform ground clearance. 

PART 3 EXECUTION 

3.01 PREPARATION: 
A. The grade shall be prepared and any surface irregularities removed, which 
    may cause interference with the installation of the fence.
B. Holes shall be excavated for posts to diameter and spacing indicated on 
    drawings and to suite local conditions for proper anchorage and stability.
3.02 FENCE INSTALLATION: 

A. Installation shall be in accordance with manufacturer’s instructions and details.
B. Posts shall be centered and aligned in excavated holes to proper depth. 
C. Concrete shall be placed around posts and vibrated or tamped for 
    consolidation.    
D. Vertical and top alignment of posts shall be verified for plumb and true 
     before concrete hardens.
3.03 GATE INSTALLATION:
A. Gates shall be supported by separate posts. Hinged side of gate shall not be 
    attached to building wall.  
B. Install gates plumb, level and secure for full width of clear opening. 
C. Type and quantity of hinges shall be based on weight, height, and gate 
    usage.
3.03 CLEANING 

A. Work area shall be left neat at end of each work day.
B. Excess earth from post hole excavations shall be removed from the site, or 
    scattered uniformly away from posts, if earth is acceptable for pre-landscaping.
C. Any scratched surfaces shall be touched up with paint supplied by 
    manufacturer, manufacturer’s instructions included. 
B. All scrap and construction debris shall be removed from the site. 

END OF SECTION 

NOTE: Please reference Berridge Manufacturing Company's current Sweet's Catalog 07610/BER , Sweet's BuyLine 49510, for standard product materials, gauges, finishes, colors and details. 



