1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

DATE: 03/22/08
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BERRIDGE FISH SCALE SHINGLE
SHINGLE FASTENER; AT H
SIDE FASTENING LEG ~

T CONTNGOUS CAULK AT |
LAPS Ny SOLID SHEATHING
FASTENERS; 20" 0.C. MAX. \ B /\

NO FASTENER WITH IN 2" ——
OF BOTTOM OF SHINGLE

~—# 30 FELT UNDERLAYMENT

sl ses

"
_

ﬁ

BERRIDGE SOFFIT PANEL

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

T F = FINISH SIDE

- L -

—] 1/2”

»
—3

SOFFIT ANGLE

n
|

2 Berridge | FASCIA/SOFFIT DETAIL [ 0/72/®
a Manufacturing
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BERRIDGE FISH SCALE SHINGLE

SHINGLE FASTENER; AT
SIDE FASTENING LEG K
LAPS

— %

SOFFIT ANGLE; 4" END
WITH CONTINUOUS CAULK AT
LAPS

7

S—4 30 FELT UNDERLAYMENT

SOLID SHEATHING

FASTENERS; 20" 0.C. MAX: —

NO FASTENER WITH IN 2" ———

OF BOTTOM OF SHINGLE

DRIP FLASHING; 4” END LAPS
WITH CONTINUOUS CAULK AT
LAPS

BERRIDGE SOFFIT PANEL

STRENGTH FOR HOLDING POWER OF FASTENERS.

. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN

ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED

AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

SOFFIT ANGLE

5/8"\?‘
A

Nk

F = FINISH SIDE

4”

|J—3/4”

+—

DRIP FLASHING

al

DATE: 03/22/08 FASCM/SOFFH— DETAIL ||= '\B/Ierridfget .
a anufacturin
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SOLID SHEATHING A

BERRIDGE SOFFIT PANEL

™~ .

# 30 FELT UNDERLAYMENT

SOFFIT ANGLE; 4" END LAPS WITH CONTINUOUS i
CAULK AT LAPS, POP RIVET TO PANELS 20" 0O.C.

FASTENERS; AT SHINGLE

BERRIDGE FISH SCALE SHINGLE

# 30 FELT UNDERLAYMENT

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

1/2”—‘ |~—

——

+

J
T

SOFFIT ANGLE

D coricoe WALL/SOFFIT DETAIL [osre oav22/08
a Manufacturing

= Company PAGE\FILE
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BERRIDGE FISH SCALE SHINGLE é: #30 FELT UNDERLAYMENT

SHINGLE FASTENER; AT 1

SIDE FASTERING LEG K ,— SOLID SHEATHING
”

DRIP/SUB FLASHING; 4" END i

LAPS WITH CONTINUOUS CAULK\

AT LAPS ~

) W

FASTENERS; 20" 0.C. MAX. ] i

NO FASTENER WITH IN 2" ——<
OF BOTTOM OF SHINGLE

SLAB S

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

_|_|
4" MIN.

)\ y DRIP/SUB—FLASHING

Nl

L
1 |

Berridge SILL AT SLAB DETAIL |PAT o3/z2/08

Manufacturing
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BERRIDGE FISH SCALE SHINGLE

/\

SHINGLE FASTENER; AT
SIDE FASTENING LEG

FASTENERS; 20” O.C. MAX.—{

NO FASTENER WITH IN 2" ———
OF BOTTOM OF SHINGLE

.

— # 30 FELT
I UNDERLAYMENT

DRIP FLASHING; 4" END LAPS
WITH CONTINUOUS CAULK AT
LAPS

,— SOLID SHEATHING

——2

b

SLAB

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

5 /8”1
AN
QY

F = FINISH SIDE

4”

|—t—3/4"

R

DRIP FLASHING

DATE: 03/22,/08
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|_— SOLID SHEATHING

BERRIDGE FISH SCALE SHINGLE q

N

o pisTennG Lea ||| [IZZpH 0 FeLT unoeRuen
SILL FLASHING; 4" END LAPS I
WITH CONTINUOUS CAULK AT K
LAPS (HOOK ON TO CLEAT SN
OF SUB—FLASHING)
FASTENERS; 20" O0.C. MAX. —— | 17

NO FASTENER WITH IN 2" —— <
OF BOTTOM OF SHINGLE

\FASTENERS; 20" 0.C. MAX.

SUB—FLASHING; 4" END LAPS
WITH CONTINUOUS CAULK AT
LAPS (FORM CLEAT AT END)

FASTENERS; 20" 0.C. MAX.

BRICK SILL

\/\/

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

F F
SILL FLASHING SUB—FLASHING

an

2 Beridge | S|LL AT BRICK DETAIL ™ 9/22/08
& Manufacturing
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BERRIDGE FISH SCALE SHINGLE

SHINGLE FASTENER; AT
SIDE FASTENING LEG K

DRIP FLASHING; 4" END LAPS
WITH CONTINUOUS CAULK AT \

__— SOLID SHEATHING

LAPS

N~

FASTENERS; 20" 0.C. MAX. — ] ]

NO FASTENER WITH IN 2" ——
OF BOTTOM OF SHINGLE

CHANNEL CLOSURE; 4" END

LAPS WITH CONTINUOUS CAULK
AT LAPS

BERRIDGE VERTICAL /

SEAM WALL PANEL

¥# 30 FELT UNDERLAYMENT

/—FASTENERS; 20" 0.C. MAX.

o

. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED

AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

4”
F ?
OPEN HEM 17
1/2”
DRIP FLASHING

F = FINISH SIDE

1/2”_/>\ ¢

CHANNEL CLOSURE

LY
| |

WIS AT VERTICAL PANEL||E Berridge
a Manufacturing
PAGE\FILE = Company
FSS-43 FISH SCALE SHINGLE =

=
S
S

fs of Distinction




BERRIDGE FISH SCALE SHINGLE

SHINGLE FASTENER; AT

SIDE FASTENING LEG ~
DRIP FLASHING; 4" END LAP )
WITH CONTINUOUS CAULK AT

LAPS

FASTENERS; 20" O.C. MAX. \\//,.J

NO FASTENER WITH IN 2" ———

OF BOTTOM OF SHINGLE

S [ /—HEAD

/

N
M 30 FELT UNDERLAYMENT

\ SOLID SHEATHING

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2"” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

Nk

F a
-
N =
M <t
5/8:?‘ -
AN T
DRIP FLASHING

F = FINISH SIDE

an

HEADER DETAIL

DATE: 03/22/08

= Berridge
= Manufacturing
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FASTENERS; 20" 0.C. MAX.

# 30 FELT UNDERLAYMENT

SOLID SHEATHING %W
/ . JAMB
— 7 ——

BERRIDGE FISH SCALE SHINGLEJ

CHANNEL CLOSURE; 4" END LAPS
WITH CONTINUOUS CAULK AT LAPS

CONTINUOUS BEAD OF CAULK AND
BACKER ROD

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

|——3/4”——|

- 5,/8"~|

F

| »
4
|
CHANNEL CLOSURE

owte: o3/22/08 | WINDOW /DOOR JAMB | ([ seridoe
a Manufacturing
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FASTENERS; 20" 0.C. MAX.

# 30 FELT UNDERLAYMENTW
SOLID SHEATH|NGW NS
4 ] =

BERRIDGE FISH SCALE SHINGLE/ /

CHANNEL CLOSURE; 4” END LAPS L
WITH CONTINUOUS CAULK AT LAPS JAMB

(BRICK OR OTHER)

CONTINUOUS BEAD OF CAULK AND
BACKER ROD

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2"” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

|—— 3/4" -]

» F
| 4 |
CHANNEL CLOSURE

L
L]

Berridge JAMB DETAIL DATE: 03/22/08

Manufacturing
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- ﬂu—
CONTINUOUS BEAD OF CAULK

AND BACKER ROD
FASTENERS; AT SHINGLE

SILL FLASHING; 4" END — |\ Vi »
LAPS WITH CONTINUOUS ! ﬁFASTENER; 20" 0.C. MAX.
CAULK AT LAPS | z
4
/& # 30 FELT UNDERLAYMENT

CONTINUOUS CLEAT

BERRIDGE FISH SCALE SHINGLE/

SOLID SHEATHING

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2"” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

Fooo.
OPEN HEM \J \\q/
(N1 EAVANEE

I
|
F \\(i
e P

SILL FLASHING CONTINUOUS CLEAT
DATE: 03/22/08 SILL DETAIL = Berridge
a Manufacturing
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SOLID SHEATHING

FASTENERS; 20" 0.C. MAX.

BERRIDGE

FISH SCALE SHINGLE

NG

N

# 30 FELT UNDERLAYMENT

CHANNEL CLOSURE; 4” END LAPS WITH CONTINUOUS

CAULK AT LAPS

CORNER FLASHING; 4" END LAPS WITH CONTINUOUS
CAULK AT LAPS, POP RIVET TO CHANNEL CLOSURE 2

CHANNEL CLOSURE; 4" END LAPS WITH CONTINUOUS

CAULK AT LAPS

FASTENERS; 20" 0.C. MAX.

OM

/V

BERRIDGE

FISH SCALE SHINGLE
# 30 FELT UNDERLAYMENT

A\

. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN

STRENGTH FOR HOLDING POWER OF FASTENERS.

. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

1 /2"’.T

= FINISH SIDE

g
S

fs of Distinction

I_LAH OPEN HEM —/_
e F
F 2 4
K /J i
| | OPEN HEM E1/2”
CHANNEL CLOSURE CORNER FLASHING
g Berridge INSIDE CORNER DETAIL | oAt 03/22/08
a Manufacturing
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BERRIDGE FISH SCALE SHINGLE
FASTENERS; 20" 0.C. MAX.

CHANNEL CLOSURE; 4" END LAPS WITH CONTINUOUS —————1—__| N
CAULK AT LAPS

CORNER FLASHING; 4" END LAPS WITH CONTINUOUS —/
CAULK AT LAPS, POP RIVET TO CHANNEL CLOSURE 20" O.C.

CHANNEL CLOSURE; 4” END LAPS WITH CONTINUOUS
CAULK AT LAPS |

FASTENERS; 20" 0.C. MAX.

BERRIDGE FISH SCALE SHINGLE

# 30 FELT UNDERLAYMENT

SOLID SHEATHING

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2" PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

|3/4"~ 1/2”
A ]
i o " | oPEN HEM
it 4
| v | ] L
CHANNEL CLOSURE 1/2”j_ OPEN HEM
CORNER FLASHING
ATE VP IOUTSIDE CORNER DETAIL] [E Berridge
a Manufacturing
PAGE\FILE = Company
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CAP FLASHING; 4" END SLOPE 1:12 MIN.

LAPS WITH CONTINUOUS FASTENERS AT LAPS

CAULK AT LAPS A AND STAGGERED 20"
0.C. MAX. CAULK

FASTENER HEADS

FASTENERS: AT SHINGLE FASTENER; 20”
\ | / 0.C. MAX.

—Z

FASTENER; 20"

0.C. MAX. I CONTINUOUS CLEAT
4
CONTINUOUS CLEAT & I
¥# 30 FELT
UNDERLAYMENT
BERRIDGE FISH SCALE SHINGLE

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE
SLOPE MIN. 1:12

F OPEN HEM F .
/ A\ i
N

R4 N NN EAVAREE
1 /2”—/>\ /<\—1 /2" e
CAP FLASHING CONTINUOQUS CLEAT
2 Berridge PARAPET DETAIL | /e
a Manufacturing
= Company PAGE\FILE
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BERRIDGE FISH SCALE SHINGLE —— SOLID SHEATHING

SHINGLE FASTENER; AT A
SIDE FASTENING LEG ™~
>—# 30 FELT

UNDERLAYMENT

<

FASTENERS; 20" 0.C. MAX. \ .
1

NO FASTENER WITH IN 27 o
OF BOTTOM OF SHINGLE N

—— COUNTER FLASHING

ZEE CLOSURE

—— BERRIDGE ROOFING
PANEL SYSTEM

SUB—FLASHING

4” END LAPS WITH
CONTINUOUS CAULK
AT LAPS

1. SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED
AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

F = FINISH SIDE

|<1"—|<1"—‘
e F
A\ — -
OPEN HEM
COUNTERFLASHING SUB—FLASHING ZEE CLOSURE
oates 03/22/08 | HEAD WALL DETAIL ||EE Berridge
a Manufacturing
PAGE\FILE = Company
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BERRIDGE FISH SCALE SHINGLE

SHINGLE FASTENER; AT
SIDE FASTENING LEG ~

{/

COUNTER FLASHING; 4" END I
LAPS WITH CONTINUOUS CAULK AT

LAPS ~N

>

—— SOLID SHEATHING

4 30 FELT
UNDERLAYMENT

FASTENERS; 20~ 0O.C. MAX. \\//

NO FASTENER WITH IN 2" ——
OF BOTTOM OF SHINGLE

BERRIDGE ROOFING 1 L
PANEL SYSTEM

™Y
_

Vi 0

N7

I
SUB—FLASHING /
4” END LAPS WITH CONTINUOUS
CAULK AT LAPS

FASTENERS; 20"
>—0.C. MAX.

——CONTINUOUS BEAD
OF CAULK

—— FASTENERS; 20”
0.C. MAX.

1.

SOLID SHEATHING (BY OTHERS) TO BE MINIMUM 1/2” PLYWOOD OR EQUIVALENT IN
STRENGTH FOR HOLDING POWER OF FASTENERS.

2. ALL FELT UNDERLAYMENT, CAULKING, AND FASTENERS, ARE ITEMS TO BE FURNISHED

AND INSTALLED BY THE ROOFING INSTALLER AT THE DISCRETION OF THE ARCHITECT.

S

J

-

1/2” |

F = FINISH SIDE

COUNTER FLASHING SUB—FLASHING
5 . DATE: 03/22/08
= Berridge RAKE WALL DETAIL 22/
& Manufacturing
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