PRODUCT

NO. PD 594-1
ZEE-LOCK PANEL

WITH RIGID PROFILE STRIATIONS

¢ Virtually eliminates "oil-canning" or waviness

¢ Smoother,more subtle and aesthetic
appearance thanribsor corrugations.

¢ Corrects minor loose spots in pans

Since noarchitectural metal roofingis to- Fig. 1

tally free of a certain degree of waviness, ﬂ

which 1s sometimes referred to as "oil-

canning",Berridge has introduced amildly L /_v J "
striated version of its popular Zee-Lock (o Jd |
standing seam roof panel, referred to as + 2:./ AT .l g gt

RIGID PROFILE . These gradual, subtly 16"

formed vee-shaped striations (Figures 1 &
2) are two inches wide and three thirty- | Fig.2
seconds of an inch deep. By introducing
Justahintof corrugationinto the flat archi-
tectural metal pans, this mild striation pro-
cess effectively removes or hides loose
spots or distortions caused by mill camber Note: striations exaggerated in this illustration
orotherminorimperfections.

Fromanaesthetic pointof view, the use of subtle striations
1s distinctly superior to the introduction of pencil ribs,
grooves or other more obvious corrugation orroll forming
process; Infact the striationsininstalled RIGID PRO-
FILE Zee-Lock panelsis virtually undetectable. Best of
all, panels with mild striations exhibit virtually no "oil-
canning" ,buckling or waviness.

Becausenotall Berridge portableroll formers are equipped
withthe special striationroller stand, the Berridge Licensee
orarchitectshould specify that the panelis toutilize the new
RIGID PROFILE and allow sufficient lead time to
schedule delivery of anappropriately configured machine.
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