FASTENER LEG; CONSULT
BERRIDGE FOR FASTENER
TYPE AND SPACING

VERTICAL WALL PANEL

—_———
- -~

AND FASCIA PANEL PANEL TO PANEL CON\NECTION
/ N\

<> SPANS OVER SOLID SHEATHING
WITH APPROVED UNDERLAYMENT

> HIDDEN FASTENERS

12 1/4"

2"
=§I
F~
5/16"
BOARD & BATT PANEL SYSTEM ASSEMBLY
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H PANEL OVERVIEW [ /02
E MANUFACTURING

o COMPANY PAGE\FILE
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BERRIDGE BOARD & BATT

START FASTENERS
1" FROM CUT
EDGE OF PANEL

CONTINUOUS
BEAD OF CAULK , i
AT PANEL LAP / 4” PANEL END LAP
ATITI000 0000 .
()
X 0G0 g0 00 a0 uaau00 0000000000000 0a000000000000/ 2
|
|
|
//”)r/ START FASTENERS ////
77 1” FROM CUT
//”//// EDGE OF PANEL
/7
”///// CUT BACK
s CUT BACK PANEL 4” SANEL 4"
/f/ //
W & /. —FASTENER
LEG
BERRIDGE BOARD & BATT
<>STAGGER LAPS MIN. 3
ﬂ
2 DATE: 11/03/25
£ BERRIOGE PANEL END LAP /03/
o MANUFACTURING
[ %]
b COMPANY PAGE\FILE

BOARD & BATT 887
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MIN. 30# FELT OR
BERRIDGE APPROVED
PEEL & STICK
UNDERLAYMENT

BERRIDGE ROOF PANEL:

EAVE FLASHING, 4" END
LAPS WITH CONTINUOUS
CAULK AT LAPS

SOLID SHEATHING

SUB—FLASH|NG, 4" END FASTENERS 20~ O.C. MAX.

LAPS WITH CONTINUOUS
CAULK AT LAPS

__é//—CHANNEL CLEAT; 4" END LAPS

EEEFEQ:_DGE BOARD & BATT - WITH CONTINUOUS CAULK AT LAPS

fé_/—sow SHEATHING

oV

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
” W
7/8
I
., F MIN. 1" OR MAXIMUM
= EXPANSION OF
- PANEL + 1/2" -
\\T)F v OPEN— F
HEM
Nl
.

<

EAVE FLASHING

CHANNEL CLEAT

EAVE DATE: 11/03/25
MANUFACTURING SOLID SHEATHING

COMPANY PAGE\FILE

BOARD & BATT 8810
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MIN. 30# FELT OR
BERRIDGE APPROVED

PEEL & STICK
UNDERLAYMENT
BERRIDGE ROOF PANEL: —* i
gEE——-—o
C 2 ’i
>
GABLE FLASHING, 4" END -—
LAPS WITH CONTINUOUS
CAULK AT LAPS
é ——SOLID SHEATHING
CHANNEL CLEAT; 4" END LAPS\ | FASTENERS 20" 0.C. MAX.
WITH CONTINUOUS CAULK AT LAPS
SOLID SHEATHING
\</—
BERRIDGE BOARD & BAT—— | /

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
7/8"
L Fv L —
1" /| AT

R S
\\r\, =

DRIP FLASHING CHANNEL CLEAT

BERRIDGE GABLE DATE: 11/03/25
wworcrmn | SOLID SHEATHING

COMPANY PAGE\FILE

BOARD & BATT 8820
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-
MIN. 30# FELT OR :
BERRIDGE APPROVED PEEL — /——SOLID SHEATHING
& STICK UNDERLAYMENT /

FASTENERS 20" O.C. MAX.

FSOLID SHEATHING

|
DRIP FLASHING 4” END

\BERRIDGE SOFFIT PANEL
LAPS WITH CONTINUOUS

CAULK AT LAPS, OR SOFFIT ANGLE; 4” END LAPS
OPTIONAL SPECIAL WITH CONTINUOUS CAULK

CHANNEL AT LAPS

1/2”

BERRIDGE BOARD & BATT———
PANEL

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
F
R 3/4"
—— p—
4?
<
= ™~
.
7/8" “
1/2" "
JLF \Q, =T ,||/ 4 4|,
— N = A
Fv
L , OPTIONAL SPECIAL
F CHANNEL; BUTT
DR'F’ FLASHING END JOINTS FOR
SOFFIT ANGLE WEEP

. FASCIA/SOFFIT e 0830725
wnuracriene | SOLID SHEATHING

COMPANY

PAGE\FILE

BOARD & BATT 88-30
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/SOLID SHEATHING

=
K

e } MIN. 30# FELT OR
| BERRIDGE APPROVED
o r PEEL & STICK
UNDERLAYMENT

BERRIDGE SOFFIT PANEL

\

CHANNEL CLEAT; 4" END—/

LAPS WITH CONTINUOUS
CAULK AT LAPS —=——SOLID SHEATHING

SOFFIT ANGLE; 4” END LAPS
WITH CONTINUOUS CAULK

AT LAPS
WFASTENERS 20"
BERRIDGE BOARD & BATT 0.C. MAX.

PANEL

LA

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
y FV
7/8" ;
— 1/2
R -~ —
‘{I — N
\\\T)ﬁ % F
=
L OPEN— D /|

HEM
CHANNEL CLEAT

SOFFIT ANGLE

BERRIDGE WALL/SOFFIT DATE: 11/03/25
wworcrmn | SOLID SHEATHING

COMPANY PAGE\FILE
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/\

MIN. 30# FELT OR
BERRIDGE APPROVED

PEEL & STICK
UNDERLAYMENT \\ W\FASTENERS 20" 0.C. MAX.

BERRIDGE BOARD & BATT
PANEL K\ —- SOLID SHEATHING

DRIP FLASHING 4" END
LAPS WITH CONTINUOUS
CAULK AT LAPS, OR
OPTIONAL SPECIAL
CHANNEL

SLAB

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
F
3/4
S
4?
oo
- S
7/8" -

— 4"

]
<

OPTIONAL SPECIAL

;

e FLASHNG Sl el
WEEP
2 BERRIDGE SILL AT SLAB DATE: 04/30/25
= MANUFACTURING SOLID SHEATHING
o COMPANY PAGE\FILE
= i BOARD & BATT BB—50
Roofs of Distinction




BERRIDGE BOARD & BATT————
PANEL

DRIP FLASHING OR
OPTIONAL SPECIAL
CHANNEL; 4" END LAPS

WITH CONTINUOUS CAULK
AT LAPS.

o c—
COUNTER FLASHING; 4"—/

END LAPS WITH
CONTINUOUS CAULK AT
LAPS.

CONTINUOUS CAULK AND
BACKER ROD

HEADER

UL VL

~ SOLID SHEATHING

FASTENERS 20"
0.C. MAX.

MIN. 30# FELT OR
BERRIDGE APPROVED
PEEL & STICK
UNDERLAYMENT

/

/

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT

BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE
FV = FIELD VERIFIED

7 811

el

7

T

F COUNTER FLASHING

NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED

PANEL GAUGE UNLESS NOTED OTHERWISE

F
3/ 4"
I
o0
NS
Fv
%‘/ ‘\Irln
ng/ ¥ il b

OPTIONAL SPECIAL

DRIP_FLASHING

CHANNEL; BUTT

END JOINTS FOR

WEEP

BERRIDGE
MANUFACTURING
COMPANY

R
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HEADER
SOLID SHEATHING

BOARD & BATT

DATE: 04/30/25

PAGE\FILE
BB—-60




POP RIVET; 20" O.C. MAX.

JAMB FLASHING; 4” END
LAPS WITH CONTINUOUS SSBI&NUOUS BEAD OF

CAULK AT LAPS.

BERRIDGE BOARD & BATT
PANEL

CONTINUOUS STARTER
= CLEAT WITH FASTENERS
1 20" 0.C. MAX.

CONTINUOUS CAULK AND L
BACKER ROD
\ - /| |
\—MlN. 30# FELT OR

BERRIDGE APPROVED

PEEL & STICK
UNDERLAYMENT
SOLID SHEATHING

JAMB

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
=
EN
—X F 1
5, c
~
~
- L‘/
;\’—/ ‘\I'L
— M/
STARTER CLEAT JAMB FLASHING

JAMB DATE: 11/03/25
MANUFACTURING SOLID SHEATHING

COMPANY PAGE\FILE
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POP RIVET; 20" O.C. MAX.

JAMB FLASHING; 4” END
LAPS WITH CONTINUOUS
CAULK AT LAPS.

FASTENERS; 20" 0.C.
MAX.
EDGE FLASHING; 4" END

LAPS WITH CONTINUOUS BERRIDGE BOARD & BATT

)

CAULK AT LAPS. PANEL

CONTINUOUS CAULK AND

BACKER ROD \ |

]
’ \—MIN. 304 FELT OR
BERRIDGE APPROVED
PEEL & STICK
UNDERLAYMENT
SOLID SHEATHING
)
JAMB

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
z
A\ FV
. OPEN e
HEM —
z z
FV )
A ’j AL L =Y L
e 1 7
JAMB_FLASHING EDGE_FLASHING

JAMB DATE: 11/03/25
MANUFACTURING SOLID SHEATHING

COMPANY PAGE\FILE
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SILL \
CONTINUOUS CAULK AND g
BACKER ROD

). I

SILL FLASHING; 4” END el
LAPS WITH CONTINUOUS
CAULK AT LAPS.
POP RIVET; 20" 0.C:
MAX.
CHANNEL CLEAT; 4” END MIN. 30# FELT OR
LAPS WITH CONTINUOUS BERRIDGE APPROVED
CAULK AT LAPS PEEL & STICK
UNDERLAYMENT
- FASTENERS 20"
BERRIDGE BOARD & BATT——= 0.C. MAX.
PANEL

/\ 1 —— ————SOLID SHEATHING

%

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
7/8" %
— SLOPE
RN ——
EI i x— ‘)
- A
\\\T”)F Y Foz
OPEN
. Lo HEM
CHANNEL CLEAT
SILL_FLASHING
ﬂ
g BERRIDGE SILL DATE: 11/03/25
= MANUFACTURING SOLID SHEATHING
o COMPANY PAGE\FILE
- > BOARD & BATT BB—65
Roofs of Distinction




WALL OR -—
BLOCKING

CONTINUOUS BEAD OF

CAULK
MIN. 30# FELT OR
BERRIDGE APPROVED
PEEL & STICK
SPECIAL CHANNEL; 4” END UNDERLAYMENT

LAPS WITH CONTINUOUS
CAULK AT LAPS

FASTENERS 20"
BERRIDGE BOARD & BATT ——— = 0.C. MAX.
PANEL

| a——SOLID SHEATHING

V

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
F
3/4”
"
o0
~
~
L ul L
1 A

OPTIONAL SPECIAL

CHANNEL: BUTT

END JOINTS FOR
WEEP

BERRIDGE TOP OF WALL DATE: 11/03/25
wnuracriene | SOLID SHEATHING

COMPANY

PAGE\FILE

BOARD & BATT 8B-67
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SOLID SHEATHING

A

CONTINUOUS BEAD OF

CAULK
| —MIN. 30# FELT OR
1 BERRIDGE APPROVED
PEEL & STICK
POP RIVET; 20" 0O.C UNDERLAYMENT

MAX. '
L, CONTINUOUS STARTER

CLEAT WITH FASTENERS
20" 0.C. MAX.

S NN NSNS
_|=T'_Qj

I
FLASHING; 4" END LAPS
WITH CONTINUOUS CAULK
AT LAPS

'_I
OUTSIDE CORNER -—

BERRIDGE BOARD & BATT
PANEL

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
Fv
1/211
F
— _ )
K3 =
M s
> Sl
;T
STARTER CLEAT OUTSIDE CORNER
FLASHING

. OUTSIDE CORNER  |[e. 11 /6505
wworcrmn | SOLID SHEATHING

COMPANY PAGE\FILE

BOARD & BATT 8870
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EDGE FLASHING; 4” END
LAPS WITH CONTINUOUS \

MIN. 30# FELT OR
BERRIDGE APPROVED
PEEL & STICK
UNDERLAYMENT

CAULK AT LAPS.

POP RIVET; 20” 0.C:
MAX. T Ty

OUTSIDE CORNER -
FLASHING; 4" END LAPS
WITH CONTINUOUS CAULK

—~ SOLID SHEATHING

FASTENERS 20”
0.C. MAX.

~

AT LAPS

——BERRIDGE BOARD & BATT
PANEL

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE
FV = FIELD VERIFIED

EDGE FLASHING

NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
PANEL GAUGE UNLESS NOTED OTHERWISE

Fv

1/2"

OPEN
~ HEM

1/2"

OUTSIDE CORNER
FLASHING

OUTSIDE CORNER
SOLID SHEATHING

DATE: 11,/03/25

= BERRIDGE
= MANUFACTURING
= COMPANY

R

Qo
Q

fs of Distinction
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X

| \‘ ~—————SOLID SHEATHING
[
/' —L %/—CONTINUOUS STARTER
CONTINUOUS BEAD OF + CLEAT WITH FASTENERS
CAULK 20" 0.C. MAX.

POP RIVET; 20" 0.C:
MAX.

INSIDE CORNER FLASHING;
4” END LAPS WITH MIN. 30# FELT OR

BERRIDGE APPROVED
E,SFL\IS-”NUOUS CAULK AT PEEL & STICK

/\( UNDERLAYMENT
L |

——BERRIDGE BOARD & BATT
PANEL

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
Fv
1/2"
A—
;V :
3 z F
- ~ L
s
AJ
év
STARTER CLEAT INSIDE CORNER
FLASHING

o INSIDE CORNER e 11025
wworcrmn | SOLID SHEATHING

COMPANY PAGE\FILE
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|
' e——SOLID SHEATHING
==
EDGE FLASHING; 4” END
LAPS WITH CONTINUOUS
CAULK AT LAPS.
FASTENERS 20"
" ( 0.C. MAX.
POP RIVET; 20" 0.C:
MAX.
L':!’Slgr\ElDCE/FPNsERw;hASHlNG; MIN. 30# FELT OR
CONTINUOUS CAULK AT BERRIDGE APPROVED
LAPS PEEL & STICK
/\( UNDERLAYMENT
L] |

BERRIDGE BOARD & BATT
PANEL

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE

5[ L
Fv L o N——OPEN

EDGE FLASHING INSIDE CORNER
FLASHING

Y

o INSIDE CORNER e 11025
wworcrmn | SOLID SHEATHING

COMPANY PAGE\FILE
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PARAPET FLASHING; 4" END

LAPS WITH CONTINUOUS

CAULK AT LAPS. POP RIVET /I 2

LAPS CAULK RIVET HEADS ‘ 1

CHANNEL CLEAT; 4™——
END LAPS WITH
CONTINUOUS CAULK AT
LAPS

POP RIVET; 20" 0.C:
MAX.

| _———MIN. 30# FELT OR
|t

BERRIDGE APPROVED
PEEL & STICK
UNDERLAYMENT

FASTENERS 20”
_—  0C. MAX.

POP RIVET; 20" O.C.
MAX.

CONTINUOUS CLEAT

FASTENERS 20"\ -
0.C. MAX. |

BERRIDGE BOARD & BATT—

PANEL

SOLID SHEATHING

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

= FINISH SIDE

F
FV = FIELD VERIFIED

F
A%
12

—|1
\

—

Ig

/¥

11

7/8"

NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
PANEL GAUGE UNLESS NOTED OTHERWISE

R

= > =
i - -
Ny ﬁ(/e
CAP_FLASHING ~ CONCTL'%
CHANNEL CLEAT

2 BERRIDGE PARAPET DATE: 11,/03/25
= MANUFACTURING SOLID SHEATHING
o COMPANY PAGE\FILE
= BOARD & BATT BB—80
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BERRIDGE BOARD & BATT

PANEL

DRIP FLASHING 4" END LAPS WITH
CONTINUOUS CAULK AT LAPS, OR
OPTIONAL SPECIAL CHANNEL

COUNTER FLASHING; 4" END LAPS
CONTINUOUS CAULK AT LAPS

ZEE CLOSURE FASTENERS

—_

WITH N

REFERENCE ROOF PANEL SYSTEM

BERRIDGE ROOF PANEL:

SUB—FLASHING; 4™
END LAPS WITH
CONTINUOUS CAULK
AT LAPS

FASTENERS 20"
0.C. MAX.

, MIN. 30# FELT OR
}41/7BERRIDGE APPROVED
F S PEEL & STICK

UNDERLAYMENT

FASTENERS 20”
0.C. MAX.

————SOLID SHEATHING

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
—Xx F
3/4"
F PP A"
7/8" =
Ve
\\& 1% iv —x «°
< N~
= s
DRIP_FLASHING = .
é ;& g‘ ’||/ 4 ’lll
4( ;-
OPTIONAL SPECIAL
W = CHANNEL; BUTT
OPEN HEM END JOINTS FOR
SUB—FLASHING COUNTER FLASHING WEEP
Hall
= BERRIDGE HEAD WALL DATE: 11/03/25
= MANUFACTURING SOLID SHEATHING
o COMPANY PAGE\FILE
- BOARD & BATT BB-82

Y
)
)
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A‘ MIN. 30# FELT OR

BERRIDGE BOARD & BATT - / | === BERRIDGE APPROVED
PANEL )Ak’< PEEL & STICK
(

UNDERLAYMENT

ALLL LY FASTENERS 20"
DRIP FLASHING 4” END LAPS WITH 0.C. MAX.
CONTINUOUS CAULK AT LAPS, OR
OPTIONAL SPECIAL CHANNEL
BERRIDGE ROOF PANEL:
SUB—FLASHING; 4” END LAPS
WITH CONTINUOUS CAULK AT ~———SOLID SHEATHING
LAPS

NN SNENENENEN

| —

FASTENERS 20”
0.C. MAX.

1. SOLID SHEATHING (BY OTHERS) TO MEET ENGINEERING AND ARCHITECTURAL SPECIFICATIONS. FOR
MIN. REQUIREMENTS, REFERENCE INSTALLATION INSTRUCTIONS.

2. REFERENCE BERRIDGE’S WEBSITE FOR APPROVED UNDERLAYMENT AND CAULK TYPES. CONSULT
BERRIDGE ENGINEERING DEPARTMENT REGARDING FASTENER TYPE AND SPACING.

F = FINISH SIDE NOTE: ALL FLASHING GAUGES TO BE EQUAL TO THE ASSOCIATED
FV = FIELD VERIFIED PANEL GAUGE UNLESS NOTED OTHERWISE
F
)h 3/4"
;T
(s 0]
z - =
7/8" -
Voa
\ < L 4 L
\/‘\ i A l
e ) Fv , F N

OPTIONAL SPECIAL
SUB—FLASHING DRIP FLASHING CHANNEL: BUTT
END JOINTS FOR

WEEP

BERRIDGE RAKE WALL DATE: 11,/03/25
MANUFACTURING SOLID SHEATHING

COMPANY

PAGE\FILE

BOARD & BATT BB-85
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1.  BERRIDGE BOARD & BATT: PANELS HAVE A CORRUGATION DEPTH OF 3/4" X 2" WIDE, AND
A HIGH RIB TO OVERALL PANEL EXPOSURE OF 12 1/4”. THE PANELS ARE FACTORY
FABRICATED IN MAXIMUM 40'—0" LENGTHS OR FIELD FABRICATED ON BERRIDGE (TBD) ROLL
FORMER.

GENERAL NOTES:
1. PANELS MAY BE USED AS FASCIA, WALL SYSTEM, FACADE OR SIDING.

2.  PANELS CAN BE INSTALLED OVER SOLID SHEATHING OR OPEN FRAMING. CONSULT
BERRIDGE FOR OPEN FRAMING APPLICATIONS.

3. PANELS PROVIDE STRONG INTERLOCK AND HIDDEN FASTENER DESIGN.

A.  MATERIAL STORAGE: CAUTION MUST BE EXERCISED IN STORAGE OF MATERIAL PRIOR TO
INSTALLATION. KEEP ALL BERRIDGE PREFINISHED MATERIAL IN A DRY LOCATION WITH
ADEQUATE VENTILATION AND OUT OF DIRECT SUNLIGHT.

EXPOSURE TO DIRECT SUNLIGHT AND/OR MOISTURE MAY CAUSE THE FACTORY APPLIED
STRIPPABLE PLASTIC FILM TO ADHERE TO THE METAL PERMANENTLY AND DISCOLOR THE
FINISH.

B. STRIPPABLE FILM: THE STRIPPABLE PLASTIC FILM, WHICH IS APPLIED OVER MOST BERRIDGE
PREFINISHED PRODUCTS, PANELS, FLASHINGS, COILS AND FLAT SHEETS, PROVIDES
PROTECTION OF THE FINISH DURING FABRICATION AND TRANSIT. THIS FILM MUST BE
REMOVED PRIOR TO INSTALLATION.

C.  SHEATHING: IF SOLID SHEATHING IS TO BE USED, BERRIDGE RECOMMENDS THE USE OF
EITHER BERRIDGE 24 GA "S—DECK” CORRUGATED METAL DECKING OR A MINIMUM OF 1/2”
SOLID WOOD SHEATHING TO PROVIDE SUFFICIENT HOLDING STRENGTH FOR FASTENERS.
SHEATHING TO BE IN PLANE %= 1/4" ON 20°. UNEVENNESS IN THE TOP PLANE OF THE
FRAMING WILL RESULT IN ABNORMAL "OIL CANNING” PANELS. FRAMING SHALL BE
ADEQUATELY BRACED

D.  UNDERLAYMENT: BERRIDGE APPROVED UNDERLAYMENT RECOMMENDED (SEE BERRIDGE

WEBSITE FOR APPROVED PRODUCTS). DO NOT USE RED ROSIN PAPER WITH ANY BERRIDGE
PRODUCT. CLEAN AREA OF APPLICATION.

E.  SEALANT RECOMMENDATIONS: SELECT FROM APPROVED SEALANT LIST ON THE BERRIDGE
WEBSITE

F.  ELECTROLYSIS: AVOID ALLOWING FLASHINGS AND PANELS TO COME INTO CONTACT WITH
EITHER LEAD AND/OR COPPER, AND PREVENT EXPOSURE TO WATER RUN OFF FROM LEAD
AND/OR COPPER.

G. STRUCTURAL FRAMING: PRIOR TO PANEL INSTALLATION, INSPECT SIDEWALL, FASCIA OR OTHER
FRAMING TO DETERMINE:

1. FRAMING MUST BE SQUARE AND PLUMB.

2. INSURE THAT COLUMNS, GIRTS, AND OTHER FRAMING ARE IN THE SAME PLANE + 1/4”
IN 20°.
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H.  FLASHING: IF BERRIDGE MANUFACTURING COMPANY IS TO SUPPLY FLASHING, ALL FLASHINGS
WILL BE FABRICATED IN 10°—0" LENGTHS WITH SQUARE END CUTS ONLY. THE PURCHASER
MUST PROVIDE ALL DIMENSIONS AND DEGREES OF ANGLE.

FLASHING INSTALLATION: FIRST, REMOVE STRIPPABLE PLASTIC FILM FROM ALL FLASHING,
THEN INSTALL ACCORDING TO BERRIDGE DETAILS. ALWAYS STAGGER FLASHING JOINTS WHEN
ONE FLASHING IS INSTALLED OVER OTHER FLASHINGS.

J. PANEL INSTALLATION:
1. REMOVE STRIPPABLE PLASTIC FILM FROM EACH PANEL PRIOR TO INSTALLATION.

2. FOR VERTICAL PANELS, START PANEL INSTALLATION STARTING AT ONE CORNER
AND CONTINUE TOWARDS THE OTHER.

3. KEEP EACH PANEL TIGHT AGAINST THE ADJOINING PANEL.

5. BERRIDGE METALLIC FINISHES: NOTE THE SERIES OF ARROWS PAINTED ON THE UNDERSIDE
OF THE PANEL. ALL PANELS MUST BE INSTALLED SUCH THAT THE ARROWS ON EVERY
PANEL ARE ALL POINTING IN THE SAME DIRECTION. IF A PANEL IS REVERSED (ARROWS
POINTING OPPOSITE OF THOSE ON OTHER PANELS IT WILL APPEAR, FROM A DISTANCE, A
DIFFERENT SHADE DUE TO THE GRANULAR EFFECT OF THE PIGMENTS IN THE FINISH.
METALLIC FINISHES ARE TO MATCH — LOT FINISHES. DO NOT MIX LOTS.

K.  FASTENERS: CONSULT BERRIDGE ENGINEERING FOR FASTENER SPACINGS AND TYPE. INSTALL
FASTENERS ACCORDING TO TYPICAL DETAILS.

WHEN USING POP RIVETS ON FLASHING, STAINLESS STEEL RIVETS ARE RECOMMENDED TO
AVOID RUST STAINS.

USE #12 PANCAKE ZINC PLATED FASTENERS FOR FLASHING.

MAKE SURE ALL FASTENERS ARE DRIVEN STRAIGHT AND SET FLAT. DO NOT OVERDRIVE

FASTENERS AS THIS WILL CAUSE THE CLIP AND/OR FLASHINGS TO BUCKLE OR BECOME
RECESSED BELOW THE ELEVATION OF THE SUBSTRATE.

ALL FASTENERS ARE TO BE GALVANIZED, STAINLESS STEEL OR COATED.

BERRIDGE MANUFACTURING COMPANY STRIVES TO PROVIDE ITS CUSTOMERS WITH THE HIGHEST
QUALITY STRETCHER LEVELED STEEL AVAILABLE. THE LATEST TECHNOLOGY IS ALSO INCORPORATED
IN' BERRIDGE’S HIGH—PRECISION COIL HANDLING AND ROLL FORMING EQUIPMENT TO MINIMIZE THE
STRESS ON METAL DURING PRODUCTION. THESE MEASURES HAVE BEEN TAKEN TO MINIMIZE THE
AMOUNT OF ”"OIL—CANNING” (WAVINESS) WHICH IS NATURALLY INHERENT IN FLAT SHEET METAL.
MANY TIMES, HOWEVER, THE CAUSE OF WAVINESS OR "OIL—CANNING” CAN BE TRACED TO
UNEVEN SHEATHING, IMPROPER UNDERLAYMENT INSTALLATION, OR, IN THE CASE OF OPEN
FRAMING, UNEVENNESS OF THE TOP PLANE OF THE PURLINS OR FOOT TRAFFIC ON THE PANELS.

ALL ARCHITECTURAL PANELS REQUIRE CARE IN HANDLING AND INSTALLATION TO AVOID DAMAGING
OR DEFORMING THE PANELS.
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